TOSHIBA MACHINE
ED1950 HYBRID INJECTION MOLDING MACHINE SPECIFICATIONS

Tie bar distance

Platen dimension

ITEM UNIT ED1950
tf 1800
Clamp force
US Ton 1984.1

1800 x 1500
70.9x 59.0
2450 x 2150

Clamp Stroke
CLAMP

HxV

mm

96.5 x 84.6

Ejector force

Injection Unit

. . mm 3200
Maximum daylight
in 126.0
. Min. x Max mm 800 ~ 1500
Mold Height - -
Min. x Max in 31.5~59.0

Shot Volume

INJECTION

Barrel code
. mm 125 140
Screw Diameter
in 4.92 5.51
o . cm® 8430 10570
Injection Capacity
in3 514.4 645.0

Maximum Holding Pressure

Injection Rate

Injection Velocity

Plasticizing capacity at
low troque

STD

Low Torque

. o MPa
Maximum Injection Pressure
PSI 26,100 20,700
MPa 150 119

21,800
1473
89.9

17,300
1847
112.7

High Torque

GENERAL

- . ) L 530
Utilized oil quantity
Gal 140
IMotor for pump kw 37.0
IHeater Capacity kw 69.1 84.1
LxWxH . . .
Machine Dimensions 11.7x38x34
LxWxH ft 38.4x 125x 11.2
) . tf 100.0
Machine weight
US ton 110.2
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